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o Introduction

* Numerical solution of trajectory equations are routinely used in exterior ballistics today.

 Although these methods are relatively efficient, simple analytical solutions are useful in
many exterior ballistic applications where rapid solution of the trajectory is desired.

» Analytical solutions of the 3DoF trajectory equations exist, but have not gained much favor.
» Special case solutions (drag coefficient constant or varies with inverse or inverse
square root of Mach number)
 Arbitrary power-law drag variations (Pejsa and others).

* In additional to computational efficiency, analytical solutions can make the relative
importance of input variables more apparent.

» These solutions are also helpful in a preliminary design environment where details of the
design are not well-defined.

» The current paper demonstrates it is possible to obtain analytical solution of the flat-fire
trajectory using a power-law formulation to predict the trajectory of a projectile which spans
supersonic, transonic and subsonic flight.

» As an example of the method, the trajectory of a pistol bullet is obtained and compared
with numerical 6DoF results.
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] 3-DoF Trajectory Equations

e Point-mass trajectory equations

dV 1 \Y/
m—Y=-"pV?S _C,—Y-m
dt 210 ref ~D \V/ g
" d;/x _ _%pvzsrefCD V, Coupled and nonlinear
t V= V24V
ds, Y ds, Y
gt X gt C, =T (Mach)

e Crosswind Drift
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e

< 3DoF Trajectory Equations

e Point-mass trajectory equations

dVv 1 \V/
m—Y=-"pV?S _.C,—Y-m
dt 2 IO ref ~D V g
dV, 1 V, Flat-fire Assumption
dt :—EPVZSrefCDv V=&V,
ds Power-law Drag Variation
dSX = VX _y — V 1 1
dt dt ’ C, < o ——
M" V'

e Equations can now be easily integrated
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A

 Velocity

V = v0{1+ n(‘jj\slj
0

e Gravity Drop

—9

Solutions for case
where drag can be
characterized by single
power-law function

Sg—drop =

dvj2

2(n—2)(n —1)(0IS

0

e Time of Flight '~ (dvj
(n-1)| —
ds /g

* Cross Wind Dirift s, :W{t_s_x}

Vo

i Approved for Public Release
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). ¢ Trajectory Characteristics Function of Three A "L

(G Independent Variables

 Velocity

V=V, 1+n(dvj >
ds Jo Vg

o All of these trajectory characteristics are function of:

4
n

1) Muzzle Velocity V),
WV 2P yseC
2) Muzzle Retardation (velocity fall-off) | gs ) = om "0 D‘vo

3) Exponent defining shape of drag curve, “n”

i Approved for Public Release
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e %) Drag Coefficient vs. Mach Number
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e %) Drag Coefficient vs. Mach Number
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Sk i, Drag Coefficient vs. Mach Number
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Sk i, Drag Coefficient vs. Mach Number
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*

Aty Resulting Analytical Solutions for Velocity

* Supersonic Regime

1
V=V, 1+n(dvj S |
ds J, V,

* Transonic Regime 1

S. —S Nigan
V = Vtran {1 + n tran (C(Ij—vj XV Xtra“ }
S tran

5 . tran
* Subsonic Regime

V = Vsub EXD{(C:;S/j (SX \_/stub)}
sub

sub

* Trajectory predicted in terms of six parameters; muzzle velocity V,,
muzzle retardation (dV/ds),, supersonic drag exponent, n, velocity at
beginning of transonic regime V., and subsonic regime V,
retardation at beginning of subsonic regime (dV/ds),,,

 Other trajectory characteristics like gravity drop, time-of-flight and
crosswind drift have similar form (see paper)

Approved for Public Release

UNCLASSIFIED The Nation’s Premier Laboratory for Land Forces



UNCLASSIFIED

Pistol Bullet Example

125gr FMJ
»” 1} 0.9 Supersonic, n=0.27
et 0.8 /m
0.7 [
Muzzle Velocity (m/s) | 416 I
. 06 3
Muzzle Retardation | -1.71 2 . ~Prodas Drag Model - }L
(m/s)/m % . === Piece-wise Power Law Fit ﬁ Tl’anSOI']IC, n:_54
(&) v’
Supersonic Drag 0.27 2 o
Exponent < 03 >
I 0.2 .
Tranionlc Mach 1.05 Subsonic, n=0
Number o1
Subsonic Mach 0.85 0
Number 0 0.25 0.5 0.75 1 1.25 15
Mach Number
Subsonic Retardation | -0.4043
(m/s)/m
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Drag Coefficient vs. Mach Number

Pistol Bullet
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RS Velocity vs. Range
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bd " Time of Flight vs. Range
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bd " Cross Wind Drift vs. Range
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|ﬁ @ Gravity Drop vs. Range
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Drag Coefficient vs. Mach Number

Rifle Bullet
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roEcom  Sensitivity of Velocity History to Modeling of  Zg jof
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b fbEcom  Sensitivity of Time-of-Flight to Modeling of A jaJ
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Sensitivity of Gravity Drop to Modeling of
Transonic Regime
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) Conclusion

» Analytical solution of flat-fire trajectory equations presented and solution for velocity, time-
of-flight, gravity drop and crosswind drift.

» The method is simple and efficient and particular well-suited to preliminary or conceptual
design studies where complete details of the design are not available.

» The method also have significant value for ballistics computers or fire-control where
efficiency and compactness of the data and algorithms is particular beneficial.

* Although analytical solution are obtained under flat-fire assumption, the results have shown

that uncertainty in the drag curve produces more “error” in the solution than the flat-fire
assumption up to ~15 degrees initial angle of inclination.

Approved for Public Release

UNCLASSIFIED 22 The Nation’s Premier Laboratory for Land Forces



	Slide Number 1
	Introduction
	3-DoF Trajectory Equations
	3DoF Trajectory Equations
	Resulting Analytical Solutions
	Trajectory Characteristics Function of Three Independent Variables
	Drag Coefficient vs. Mach Number�Rifle Bullet
	Drag Coefficient vs. Mach Number�Rifle Bullet
	Drag Coefficient vs. Mach Number�Rifle Bullet
	Drag Coefficient vs. Mach Number�Rifle Bullet
	Resulting Analytical Solutions for Velocity
	Pistol Bullet Example
	Drag Coefficient vs. Mach Number� Pistol Bullet
	Velocity vs. Range
	Time of Flight vs. Range
	Cross Wind Drift vs. Range
	Gravity Drop vs. Range
	Drag Coefficient vs. Mach Number�Rifle Bullet
	Sensitivity of Velocity History to Modeling of Transonic Regime
	Sensitivity of Time-of-Flight to Modeling of Transonic Regime
	Sensitivity of Gravity Drop to Modeling of Transonic Regime
	Conclusion

